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EPSL-1 Red
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EPSL-1 Green

EPSL-1 Series Indicating Light

AC/DC 6.3V EPSL-1-G-L6

Neon incandescence LED Green

AC/DC 12V EPSL-1-G-L12

AC/DC 24V EPSL-1-G-L24

AC/DC 110V EPSL-1-G-L110

AC/DC 230V EPSL-1-G-L230

AC/DC 6.3V EPSL-1-R-L6

Neon incandescence LED Red

AC/DC 12V EPSL-1-R-L12

AC/DC 24V EPSL-1-R-L24

AC/DC 110V EPSL-1-R-L110

AC/DC 230V EPSL-1-R-L230

AC/DC 6.3V EPSL-1-Y-L6

Neon incandescence LED �°�ý�5�5�E�Œ

AC/DC 12V EPSL-1-Y-L12

AC/DC 24V EPSL-1-Y-L24

AC/DC 110V EPSL-1-Y-L110

AC/DC 230V EPSL-1-Y-L230

AC/DC 6.3V EPSL-1-B-L6

Neon incandescence LED Blue

AC/DC 12V EPSL-1-B-L12

AC/DC 24V EPSL-1-B-L24

AC/DC 110V EPSL-1-B-L110

AC/DC 230V EPSL-1-B-L230

AC/DC 6.3V EPSL-1-W-L6

Neon incandescence LED �ª�����n�ý

AC/DC 12V EPSL-1-W-L12

AC/DC 24V EPSL-1-W-L24

AC/DC 110V EPSL-1-W-L110

AC/DC 230V EPSL-1-W-L230


