






SGI-R Series lsolating Switch

Packing
unit

12

Rated 
current(A)

SGI-R-1P

SGI-R-2P

SGI-R-3P

SGI-R-4P

125

100 SGI-R-100/1

SGI-R-125/1

63 SGI-R-63/1

40 SGI-R-40/1

25 SGI-R-25/1

20 SGI-R-20/1

16 SGI-R-16/1

80 SGI-R-80/1

50 SGI-R-50/1

32 SGI-R-32/1

125

100 SGI-R-100/2

SGI-R-125/2

63 SGI-R-63/2

40 SGI-R-40/2

25 SGI-R-25/2

20 SGI-R-20/2

16 SGI-R-16/2

80 SGI-R-80/2

50 SGI-R-50/2

32 SGI-R-32/2

125

100 SGI-R-100/3

SGI-R-125/3

63 SGI-R-63/3

40 SGI-R-40/3

25 SGI-R-25/3

20 SGI-R-20/3

16 SGI-R-16/3

80 SGI-R-80/3

50 SGI-R-50/3

32 SGI-R-32/3

125

100 SGI-R-100/4

SGI-R-125/4

63 SGI-R-63/4

40 SGI-R-40/4

25 SGI-R-25/4

20 SGI-R-20/4

16 SGI-R-16/4

80 SGI-R-80/4

50 SGI-R-50/4

32 SGI-R-32/4

IEC60898-1

6

4

3



SGI-R Series lsolating Switch

 Wiring (The suitable conductors should be used for connection, see table below for relative parameters） 

Overall and mounting dimensions

Features

 Endurance(operations)

Rated current In(A) Nominal cross section area s(mm2) Tightening torque (N.m)

2.5

3.5

Category Operations Operation frequency

Electrical endurance 1500 120/h

Mechanical endurance 8500 120/h

Rated current

16~125A

16~125A

SGI-R

•Current capacity is enhanced and electric drive compensation is fully applied.

•Reliable operation thanks to special designed operating mechanism.

•Safe operation is ensured.
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