


Frame Size

Rated current(A) In

Model SGM6L-400

Number of poles 4

400

Ratings And Specifications

Mechanical Endurance
Electrical Endurance

Breaking capacity level

Rated insulation voltage Ui (V) 800

With time delay

Without time delay

Rated residual non-operating
current 1/2 lq� n

Breaking time at a residual
current

Without time delay

With time delay 0.4/1

�…�ý�5�ý�ó�n���‹���n�’���ó�Ö�n�ý���E�È A*/B*

Standard IEC60947-2

Rated impluse withstand
voltage Uimp (kV) 8

Installation

�•�Ö�n�ý�ù���s�5�n���;�Ö�n�ý���f���E�Åp2�ó���b�ó�s���n
breaking capacity Icu(kA)

�•�Ö�n�ý�ù���f�ý�Æ���ó�ý���f���E�Åp2�ó���b�ó�s���n
breaking capacity Ics(kA)

lcu=Ics(kA)

L

50

35

35

M

65

42

42

H

100

65

65

Straight extension bars(FB) Spread extension bars(FB)  Rear connection(RC)  Phase barrier

MCCB With ELCB Type

225,250,315,
350,400

Rated residual operating current Iq� n(mA)

100/300/500

100/300/500

5lq� n

0.04

7000
1000

for 250-315A
4000
1000

for 350-400A

A* type means neutral line only with isolation function; 
��o¿���n�’�_�ý���;�ý�Ö�=�f���n���ý���=�ý�s�n�b�Ö�5���5���=�ý���ó�E�=�f���f�n�f���E�����Ö���f�ý�n���E�����ó�E�=�n�Ö�ó�n�fo´���Œ�����ó�����ó�Ö�=���ò�ý���n�b���_�_�ý�ù���E�ºo¶��



Product Dimension Drawing

SGM6L

250,400
630

Frame Size

SGM6L Dimensions mm(L×W×H) 

MCCB With ELCB Type

HW

L

Length

Height

4P

400

198

267

152

Width


